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This product can expose you to chemicals including Nickel compounds, which is known to the State of California to cause  cancer, and Toluene, which is 
known to the State of California to cause birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.

WARNING

Handles temperatures
up to 230°F (110°C).

•	 Perforated cover
•	 Chlorinated solvents should not be used
•	 Also available with a blue jacket (1035HT-4-BLU) upon 

request
•	 HBR (Hose Bend Restrictor) suggested for carpet 

cleaning applications - See Hose Guard in Tooling 
Equipment and Accessories Section pg. F-18

Notes

1035HT – High Temperature Power Cleaning
Nylon Core Tube

•	 Non-marring
•	 Broad temperature range

Features

•	 Tube: Nylon
•	 Reinforcement: Fiber
•	 Cover: Polyurethane

Construction

•	 Temperature Range: 
-40°F (-40°C) to 230°F (110°C)

•	 Vac. Rating: 28 inch Hg 
•	 Change in length at Max. Working Pressure: +/-2%
•	 Min. Burst Pressure is 4x Max. Working Pressure at 73°F (23°C) 

Operating Parameters

•	 56 Series – pg. E-33    
•	 For most Parker products, Crimp Die Selection charts  

are found online at www.parker.com/crimpsource 
•	 Access instructions are on pg. G-3

Fittings

Series 1035HT Visit the webpage

Part 
 Number

Nominal 
I.D.

Maximum 
O.D.

Maximum 
 Working
Pressure

Minimum  
Bend 

Radius

Weight Permanent 
Fitting 
Series

inch mm inch mm psi MPa inch mm lbs./ft. kg/mtr

1035HT-4 1/4 6.3 0.50 12.7 1,750 12.1 1-1/2 38.0 0.06 0.08 56

•	    Yellow

Color

A-57Parker Hannifin Corporation | Parflex Division | Ravenna, Ohio | parker.com/pfd
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