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Fig. Q48 — Deburr Tool 

226B

Fig. Q49 — Power Deburr Tool

Tube Deburring Tool 226B
A quick twist of the wrist will deburr either the O.D. or the I.D. of 
the tube end. Parker’s In-Ex deburrer can be used on annealed 
steel, stainless steel, copper and aluminum, for tube sizes 1/8” 
to 1 5/8” O.D. 

Part Description Part No.
Deburring Tool ............................................................................ 226B

Power Deburr Tool
The Parker Power Deburr Tool is designed for deburring the I.D. 
and O.D. of 1/4” through 2” steel, stainless steel, copper and 
aluminum tube. The lightweight unit incorporates a modular 
design which allows Parker’s Cut-Off Saw, part number 974250, 
to be easily mounted on the top. The Power Deburr Tool requires 
110V/10A power supply.    

Dimensions: L – 20”, W – 18”, H – 9”. 

Part Description Part No.
Power Deburr Tool ...................................................................... 972125

Replacement Parts
I.D. Deburr Cone ........................................................................ 971816
O.D. Deburr Blades (six blade set) ............................................. 910485

Cutting & Deburring Tools

Fig. Q51 — FastSeal 

Gauge

FastSeal Assembly Tools
Patent-pending FastSeal is a revolutionary new way to make O-ring Face 
Seal tube connections.  Assembly and maintenance teams can quickly 
preset the sleeve onto the tube end for a permanent fl at-face connection 
with no need for brazing or fl anging equipment. The two tools that are 
recommended, but not required, for FastSeal assembly are a mandrel 
and gauge (marking tool). Part numbers correspond with the FastSeal 
part number being used and are shown in shown in table below. View 
FastSeal assembly instructions in the Assembly section of the catalog 
or on the FastSeal Assembly Instructions page (Parker FastSeal™ 
Assembly Instructions).

Tube OD

(in.)

Part Numbers

FastSeal Mandrel Marking Tool

1/4 4 TLFA-S / 4 TLFA-SS 4 TLFA Mandrel 4 TLFA Gauge

3/8 6 TLFA-S / 6 TFLA-SS 6 TLFA Mandrel 6 TLFA Gauge

1/2 8 TLFA-S / 8 TFLA-SS 8 TLFA Mandrel 8 TLFA Gauge

3/4 12 TLFA-S 12 TLFA Mandrel 12 TFLA Gauge

Fig. Q50— FastSeal 

Mandrel

Parker’s patent-pending FastSeal creates quick leak-free 
permanent ORFS tube end connections with just a wrench. 
Get more details on this new technology now.

http://divapps.parker.com/divapps/tfd/TFDToolSpec/tool-spec.php
https://www.parker.com/promotionsite/seal-lok-orfs-fittings/us/en/fastseal
https://www.parker.com/us/en/divisions/tube-fittings-division/resources/faq.html
https://ph.parker.com/us/en/series/tube-fabrication-equipment

