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EO O-Ring SAE 4-Bolt B

O-ring for EO Banjo Fitting Bolts D Flange O-Ring

Part Numbers: WH/TH

Code 61 and Code 62 Flanges

A Hk- Specify size and compound
Example: 2-210 NBR

2-210 711510-6 8 0.139 | 0.734 .

M10 G1/8 9.3 1.5 | OR9.3X1.5X | OR9.3X1.5VITX 2.214 711510-5 12 0.139 | 0.984 .
M12, M14 G1/4 12.5| 1.5 | OR12.5X1.5X | OR12.5X1.5VITX 2.219 711510-4 16 0.139 | 1.296 .
M16 G 3/8 16.0 | 1.5 OR16X1.5X OR16X1.5VITX 2.299 711510-3 20 0.139 1.484 .
M18 18.0 1.5 OR18X1.5X OR18X1.5VITX 2.295 711510-2 24 0.139 1.859 .
M20, M22 G1/2 20.0 | 1.5 | OR20X1.5X OR20X1.5VITX 2.228 711510-1 32 0.139 | 2.234 .
M26, M27 G 3/4 25.0| 2.0 OR25X2X OR25X2VITX 2-232 711510-7 40 0.139 2.734 .
M33 G1 33.0 | 2.5 | OR33X2.5X OR33X2.5VITX 2.237 711510-8 48 0.139 | 3.359 .
M42 G11/4 | 41.0| 2.5 | OR41X2.5X OR41X2.5VITX 2-241 56 0.139 | 3.859 .
M48 G11/2 | 46.0| 3.0 OR46X3X OR46X3VITX 2-245 64 0.139 | 4.359 3
2-253 80 0.139 | 5.359 .

*NBR is standard compound — 90-durometer Nitrile.

*FKM is optional 85-durometer Fluorocarbon compound. * NBR is the standard compound — 90-durometer Nitrile.

O-ring for DIN 2353 EO Gear Pump Flange Adapters
Part Numbers: BFG/BFW

LK35 200 | 25 OR20X2.5X
LK40 26.0 | 25 OR26X2.5X
LK55 33.0| 25 OR33X2.5X

*NBR is standard compound — 90-durometer Nitrile.

Radial - Flange B
Seal O-Ring Seal O-Ring

Dual Seal Port O-Ring Dual Seal Flange Head O-Ring

2-113 172 0.103 0.549 2-022 1/2 0.070 0.989
2-123 1 0.103 1.174 2-129 1 0.103 1.549
2-129 11/2 0.103 1.549 2-136 11/2 0.103 1.987

Standard O-ring compound - 90 durometer NBR. Ordering example with Standard O-ring compound - 90 durometer NBR.
material: 2-113 NBR.

Dimensions for reference only, subject to change.
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