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O-Ring Pick
Plastic O-ring pick allows for easy removal of O-rings without 
causing damage to the fi tting.

Part Name Part No.
O-Ring Pick ................................................................................ O-Ring Pick

Captive O-Ring Assembly Tool
The captive O-ring (CORG) assembly tool utilizes a Parker patented 
method for inserting O-rings in ORFS fi ttings, such as Seal-Lok, 
without causing O-ring damage. These tools can be used both 
as a hand tool and a bench-mounted tool. All CORG tools have a 
#8-32 tapped hole to allow easy mounting.

 Fitting L D1 D2 O-Ring 
 Size (in.) (in.) (in.) Size Part No.
 -4 1.4 0.8 0.6 2-011 ............ CORG-4
 -6 1.5 0.9 0.6 2-012 ............ CORG-6
 -8 1.5 1.1 0.8 2-014 ............ CORG-8
 -10 1.6 1.3 0.9 2-016 ............ CORG-10
 -12 1.9 1.4 1.1 2-018 ............ CORG-12
 -16 1.9 1.7 1.3 2-021 ............ CORG-16
 -20 2.1 1.9 1.6 2-025 ............ CORG-20
 -24 2.1 2.3 1.9 2-029 ............ CORG-24
 -32 2.2 2.8 2.4 2-135 ............ CORG-32

Fig. Q119 — Captive O-Ring 

Assembly Tool

Fig. Q118— O-Ring Pick

Fig. Q120 — Captive O-Ring 

Assembly Tool dimensions

O-Ring Assembly Tools

WARNING:     This product can expose you to chemicals including Lead and Lead Compounds which is known to the 

State of California to cause cancer and birth defects or other reproductive harm.  For more information go 

to www.p65warnings.ca.gov.
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