
Parker Hannifi n Corporation
Tube Fittings Division
Columbus, Ohio
http://www.parker.com/tfd

Q55

EquipmentCatalog 4300
PDF Version 12 — 11/2025

VISUAL

INDEX

TABLE

OF

CONTENTS

FAQs

TOOL 

SPEC.COM

Dimensions and pressures for reference only, subject to change.

Q 

Click here for Support Resources or to Confi gure Parts Online

Thread Sealants
Thread sealants seal and secure metal pipes and fi ttings by fi lling 
the space between the threaded metal parts. Thread sealants 
harden to prevent leakage caused by vibration loosening, solvent 
evaporation, damaged threads and temperature cycling. Designed 
for low and high pressure applications, thread sealants seal quickly 
for on-line low pressure testing. When fully cured, they seal to 
the burst strength of most systems. Thread sealants are easily 
remove with basic hand tools. Thread sealants can be used on 
pipe thread fi ttings.

Threadmate™ Sealant/Lubricant

Threadmate™ is an extreme-duty lubricant developed to reduce 
galling during the assembly of pipe thread fi ttings. Threadmate™ 
promotes reliable sealing of pipe threads, even at high pressure. 
Recommended for use on stainless steel pipe threads.

Size available Part No.
4 oz. tube .................................................................................... MTM04T-TFD

Fig. Q127 — Threadmate 
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